La lechada para baldosas Kelin es un nuevo producto para la decoracién del hogar, que es
totalmente en lugar del agente de costura. Se puede utilizar mejor en las juntas de baldosas de
ceramica, piedra, vidrio, mosaicos en la pared o harina en bafos, cocinas, dormitorios, etc. Tiene
grandes variedades de color, brillo brillante y la superficie es brillante como porcelana después del
curado. Al mismo tiempo, es a prueba de moho, a prueba de humedad, amigable con el medio
ambiente, no téxico y de sabor neto, agregando iones de oxigeno negativo para purificar el aire.
Mds importante aun, sin estar expuesto continuamente a una alta intensidad de luz solar, el
producto no amarilleard, sera facil de limpiar y resistente a la suciedad. Australia productos de
investigacion y desarrollo conjuntos para mejorar el rendimiento, y a través de la guia de control de
calidad estratégica de la Academia China de Ciencias, para que la calidad de los productos sea
estable. La lechada de baldosas es muy facil de construir. Kelin, Proveedor de sellador ceramico
de China es nuestra mejor eleccion.

Variedades de colores para su eleccion. También proporcione colores personalizados.


https://www.tilegroutmanufacturer.es/about-us/construction-object/business-partners.html
https://www.tilegroutmanufacturer.es/about-us/construction-object/business-partners.html

| Pure White

lvory Shiny Silver

s

|Light Gray Khaki Light

l

o~

Medium Gray Pearl Gold

~
3

Luxury Gray Nobility Gold
| Noble Gray Amber Gold
[rr—— R TR S
Bl

Moonshine Silver Dazzle Gold

ASaake

Shiny Go

| Silver Gray

|

Metal Gray

Shiny Gray Bronze Gold

| Dazzle Silver Coffee Brown

Black Pearl

Proporcionar una solucidn de espacio para toda la habitacion



BATHROOM

The wall and floor tiles

The washbasin edge

The door edge GLAZED WINDOW
The bathtub edge The window edge

The glass gap

TOLIET

The wall and floor tiles
The closestool edge
The washbowl edge
The door edge
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. KITCHEN
| Thewall and floor tiles
_ Therange hood edge
- Thekitchen top edge
_ Theedge of the sink

@  Thedooredge
BEDROOM |
The wall and floor tiles

e e LIVING ROOM —

The wall and floor tiles
The TV backdrop wall
The door edge

BALCONY

The wall and floor tiles

The door edge

The glass gap

Proceso de construccion breve



Clean the ﬁle§ and
keep itdry

Squeeze out
60-80cm long grout
in the forepart

Polish with tile wax
except the glazed
tile

Evenly squeeze out
the tile agent along

the gap

Open & Watch, both
sides can extruded
meanwhile

r "
Press the grout with
professional
glue-press tools

Screw on the nozzle,

put on the grout
gun

ttouch in 4-5
hours and remove
excess grout then.

Herramienta profesional para prensar juntas

Inclined cut the top
of the nozzle in 45°

Keep the tiles dry in
24 hours
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Ventaja de la empresa



One - Stop Full
Line of Tile Grout

Descripcion general de la fabrica

Linea de maquinas de llenado Méaquina recubierta con pelicula Valores material real Stock

Certificacion






